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SURVEY MONUMENTATION 

 

 

SURVEY MONUMENT: 

 

Placement, construction and recordation of survey monuments shall conform to applicable 

State regulations and codes as well as the accepted standards of the survey profession. 

 

All monuments shall not be less substantial than a 3/4 inch diameter iron pipe or 5/8 inch 

diameter steel reinforcing bar, 18 inches long with a brass tag or plastic cap bearing the 

registration number of the engineer or surveyor who set the monument, and shall be subject to 

inspection and approval by the City Engineer. “Permanent” monuments shall be set in concrete. 

Before street improvements are accepted, all monuments disturbed by improvements shall be 

reset. 

 

In making the survey for a subdivision, the engineer or surveyor shall set “permanent” 

monuments at all angle and curve points on the exterior boundaries of the subdivision, in all 

street intersections, at all angle points of street lines, and at all points of curvature, both simple 

and compound, of street lines. “Permanent” monuments at street intersections and at angle an 

curved points of street lines shall be set on street centerlines, unless otherwise directed by the 

City Engineer; provided however, that the “permanent” monuments need not be set at 

intervals of less than 400 feet. 

 

The “permanent” monuments shall be set in the ground upright with the metal marker 

centered in the concrete, by excavating a 6 inch minimum diameter hole 2 feet below the 

finished grade and pouring the same full of concrete. When streets are required to be paved, 

the location of such monument and access thereto shall be given by a suitable concrete or cast-

iron sliding sleeve surmounted by a circular cast-iron frame and lid at street surface. In case the 

monument is not a in a street, the metal marker may be set flush with the existing ground 

surface. 

 

The engineer or surveyor shall set monuments at all lot corners and at all curve points on lot 

boundary lines. 

 

There shall be one or more permanent bench marks for each subdivision, of a type approved by 

the City Engineer and referred to the City Datum, set at street intersections in the curb return 

or other location approved by the City Engineer. The bench mark shall be a brass disc 2 inches 

+/- in diameter, set in concrete. 
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STREET DESIGN CRITERIA 

 

 

3. An industrial driveway apron shall be constructed between the curb and the property 

line with an approved Portland cement concrete structural section based on the amount 

of truck traffic (TI) and ability of the soil (R-value) to withstand truck wheel loads. 

4. In all cases, it shall be the responsibility of the abutting property owner to maintain the 

driveway apron in a sage and suitable condition for the traffic to be carried, whether 

pedestrian or vehicular. 

 

COMMERCIAL – INDUSTRIAL HIGH VOLUME DRIVEWAYS:  Commercial and industrial driveways 

that serve a substantial number of vehicles or trucks shall have dimensions, sight distance, 

geometrics, spacing, etc., determined by the City Engineer. 

 

ONE-WAY DRIVEWAYS:  One-way entrance or exit driveways shall conform to these Public 

Works Construction Standards for commercial driveways or as modified by the City Engineer for 

special situations. 

 

AMOUNT OF FRONTAGE ALLOWED FOR DRIVEWAYS:  Not more than 60 percent of the frontage 

of any parcel may be devoted to driveways. 
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